
SLM 671-10                     SLM 671-30                     SLM 671-50
 System Specifications

Wavelength

Output Power

Beam Diameter at the aperture

Transverse mode

Longitude mode

Beam divergence

M2 factor

Spectral linewidth

Coherent length 

Polarization ratio

Power stability 

Noise of amplitude

Warm-up time

Expected lifetime

Warranty time

671nm

10mW

0.5 mm

TEM00

Single

＜1.5 mrad

M2≤1.2

＜0.00005 nm

＞50m

＞100:1

3% @ 4 hours

＜0.5% RMS

5minutes

10000 hours

1 year

10-50mW TEM00 Single Frequency Output

Low Divergence,High Stability,Low Noise

Diode Pumped,Compact, Air-Cooled

Continuous-WaveZk Laser Diode-Pumped

SLM 671 Red Single Frequency 
CW Laser

ZK LASER 

671nm

30mW

2.0 mm

TEM00

Single

＜1.5 mrad

M2≤1.2

＜0.00005 nm

＞50m

＞100:1

3% @ 4 hours

＜0.5% RMS

5minutes

10000 hours

1 year

671nm

50mW

2.0 mm

TEM00

Single

＜1.5 mrad

M2≤1.2

＜0.00005 nm

＞50m

＞100:1

3% @ 4 hours

＜0.5% RMS

5minutes

10000 hours

1 year

Utility and 
Environmental 
Requirements

90-260VAC

50W

10-35℃

160×60×50mm

194×160×90mm

0.38Kg
1Kg

Power supply

Power Consumption

Operating temperature

Dimensions(L×W×H)

Laser Head

Power Supply

Weights

Laser Head

Power Supply

Specifications



671nm
SLM CW Rred Lasers
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 All Dimensions are in mm

Laser Head Laser Power

ZK Laser follows a policy of continuous product improvement.
Specifications are subject to change without notice.

ZK Laser offers a limited warranty for all SLM™ systems. For
full details on warranty coverage, please refer to the Service and Support 
section at www.zklaser.com, or contact your local
Sales or Service Representative.

DANGER
500 mW

20 mW
50 mW

0.52-0. 54 
0.79-0. 82 
1.05-1. 07 

µm
µm
µm

MAX.POWERλ

VISIBLE AND INVISIBLE LASER RADIATION.
AVOID EYE OR SKIN EXPOSUER

TO DIRECT OR SCATTERED RADIATION.
CLASS 3B LASER PRODUCT

Beijing ZK Laser Co., Ltd

Address:26 Dongbeiwang South Road,Haidian 
District,Beijing,China
Tel: +86-10-62964766 
Fax: +86-10-62974734

E-mail ： sales@zklaser.com

Website: www.zklaser.com

ZK LASER 

Beijing ZK Laser Co., Ltd is  a sophisticated industry entity 

which takes the high power, multi- wave lengths solid state lasers 

as its main products. It researches, developments  its products 

unceasingly.

The 671 nm Red Single Frequency CW Laser is diode pumped 

frequency laser with compacted, rugged and air-cooled  geometry.

The laser have the features of ultra compact, long lifetime, 

low cost and easy operation, which is applied in holography, DNA 

sequencing,  cell sorting, interference measurement, instrument,  

spectrum analysis, laser printing, chip inspection, physics 

experiments, etc.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


